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Detumando 
Garage door opener remotes and rubber stamps. 
Calle Puente Codesal, Nº 1. 32005. Ourense – 
SPAIN. Web: www.detumando.com 
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  BLACK MAC MACHINE STAMP PACK 

 1   2  

Customize the text and logo impres-
sion in a word document, and then 
print them in onionskin paper accor-
ding to the size you would like to work 
with. Finally, cut it out over the edge. 

Remove the rubber where the im-
pression is going to be customized 

 3   

Place the impression with the text 
upwards over the machine glass. 
Then, place the transparent film over 
it.  

Next, assemble the rubber to be 
customized over the transparent 
film and the onionskin; take as refe-
rence the impression of the frame. 
Finally, place the piece of felt over 
the rubber  by pressing into place.  

 4   
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Take down the lid and pull up the 
handle. Press on/off; wait for the hand  
of the clock to indicate the volts to 
reach 250-300, then press the red 
button “ disparo” (1 shoot). Wait for 
few seconds and when the hand rea-
ches the same voltage, press the red 
button again.   

 6  

Remove the rubber  from the trans-
parent film and the onionskin  pa-
per. 

 7 

Remove the ink pad from the packet 
and assemble it inside the case.  

Assemble the external frame and fix it 
on the case by pressing the edges.  

 8 

Assemble the rubber with the text 
on, over the pad (text downwards). 
It will get damped with some ink; 
turn over the customized rubber 
(text upwards), use the tweezers to 
not get stained. 

 10 

Try the stamp on a black paper. It is 
adviced to do several times to remo-
ve the remaining ink.  
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